
SERIES M MIXER MAST 
STANDARD FEATURES: 

• AVAILABLE IN 2" (51 mm) AND 4" (102 mm) 
MAST SYSTEMS 

• ALL WELDED CONSTRUCTION 
•POLYMER BUSHINGS AT ALL PIVOT POINTS 
•POSITIONER PLATE W/MULTIPLE SETTINGS 
• HOIST SOCKET W/BUSHING 
• STAINLESS STEEL MOUNTING ANCHORS 
• CUSTOM FIT FOR EACH APPLICATION 
• PIVOTING BASE BRACKET 
• EXTENSION BRACKETS AVAILABLE 
•3 YEAR GUARANTEE 

OPTIONAL HOIST CABLE 

REQUIRED INFORMATION: 

QUANTITY 

OVERALL TANK DEPTH 

MATERIAL: 
STAINLESS STEEL TYPE 304 
STAINLESS STEEL TYPE 316 

MAST: 
2" (51 mm) MAST SYSTEM 
4" (102 mm) MAST SYSTEM 

WALL THICKNESS: 
1/8" 
3/16" 
1/4" 

MOUNTING STYLE: 
PIVOT BASE BRACKET 
WALL MOUNTED BASE BRACKET 

WALL LAYOUT: 
STRAIGHT WALL 
OFFSET WALL (SEND DRAWING) 

ADJUSTABLE STATIC CABLE 
ADJUSTABLE STOP BRACKET 

OPTIONAL 
ADJUSTABLE 

STATIC CABLE 

MIXER 
(BY OTHERS) 

MAST 

INSTALLED UNDER ACCESS COVER 
PIVOTING 

BASE 
BRACKET 

OPTIONAL HOIST (ADVISE MIXER MODEL) 
OPTIONAL 

MIXER STOP 
BRACKET 

OPTIONAL WALL 

www.HallidayProducts.com 
Phone 800-298-1027 
Fax 407-298-4534 

Sales@HallidayProducts.com 

OPTIONAL HOIST 

.... 
.,,, . 

.. ·.; ·. 
~--.. ... .... 

~ .:. ..... 

.·.I,, .. .. . .... 

TOP BRACKET 

OVERALL 
TANK DEPTH 

• 
MOUNT BASE 

BRACKET~---.-----,.--~ .. . ..... 
. ..... : -·~-: . ~--.: ~ ... ~ -~ : 


